
Wheelwright Pond Dam 

Order of Conditions  

 

1. Erosion controls shall be installed along the access route to the dam to clearly define the 

limits of equipment travel. Straw wattle erosion controls shall be properly installed per 

manufacturer’s instructions. 

 

2. Erosion controls (straw wattles) shall also be installed between the tree clearing areas and 

adjacent BVW and Bank as depicted on the site plan. 

 

3. Prior to any cutting, the limit of clearing shall be clearly marked in the field by flagging and/or 

erosion controls. 

 

4. No work shall take place within open water from September 1st to June 30th. 

 

5. A temporary crossing shall be installed across the auxiliary spillway within the existing cart 

path access way.  Timbers shall be placed such that the temporary crossing spans Bank and 

LUW.  It is anticipated that a temporary skidder bridge, swamp mats and timbers, or similar 

structure will be installed to create the temporary crossing. 

 

6. No stumping shall be performed. 

 

7. Upon completion of the tree and vegetation removal on the west embankment, disturbed 

areas will be graded and covered with straw mulch.  

 

8. Once work on the west embankment is complete, the temporary crossing will be carefully 

removed.  Any disturbed areas will be graded and covered with straw mulch.  Straw wattles 

shall be placed along the auxiliary spillway at the egresses. 

 

9. Upon completion of work on east bank, disturbed areas will be graded and covered with straw 

mulch. 

 

10. Raitto Industries shall contact the New Braintree Conservation Commission during the 

following growing season prior to removal of erosion controls to perform a site visit and assess 

site stability. 


